


TTSIM-1 Sensor Interface Module

Serial interface Network con�guration �3�4�������� �U�X�P �X�J�S�F �O�F�U�X�P�S�L�
 �������� �C�B�V�E�
 
addressable from 1 to 127

Communication protocol �.�0�%�#�6�4�™�
 �0�Q�U�P�.�V�Y�™ �P�S �+�P�I�O�T�P�O �$�P�O�U�S�P�M�T 
�.�F�U�B�T�Z�T�™

Approvals The TTSIM-1 unit is approved for use in ordinary areas. The module must be located in an 
ordinary area, but may monitor intrinsically safe TraceTek sensors located in hazardous 
locations, as shown below.
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TraceTek sensors in Class I, Division 2, Groups A, 
�#�
 �$�
 �% �)�B�[�B�S�E�P�V�T �-�P�D�B�U�J�P�O�T �	�;�P�O�F �� �J�O �&�V�S�P�Q�F�
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If protected by an agency approved zener barrier, 
TraceTek sensors in Class I, Division 1, Groups 
�"�
 �#�
 �$�
 �% �)�B�[�B�S�E�P�V�T �-�P�D�B�U�J�P�O�T �	�;�P�O�F�T �� �B�O�E �� �J�O 
�&�V�S�P�Q�F�
�� �$�P�O�U�B�D�U �5�Z�D�P �5�I�F�S�N�B�M �$�P�O�U�S�P�M�T �U�P �T�F�M�F�D�U 
proper zener barrier.

Only 24 Vac version is UL listed and VDE Certi�ed. 
For DC models use a Listed Class 2 Power Supply.

Electromagnetic compatibility 

 
Compliant with standards for immunity

Compliant with standards for emissions

�&�/�������������� �	�M�J�H�I�U �J�O�E�V�T�U�S�J�B�M�


�&�/�������������� �	�S�F�T�J�E�F�O�U�J�B�M���D�P�N�N�F�S�D�J�B�M�
 
�&�/���������� �B�O�E �'�$�$ �1�B�S�U �����
 �$�M�B�T�T �#

�5�I�F �5�S�B�D�F�5�F�L �Q�S�P�E�V�D�U�T �H�S�P�V�Q �J�B �B �Q�B�S�U �P�G �3�B�Z�D�I�F�N �)�3�5�4 �X�I�J�D�I �J�T �*�4�0 �������� �D�F�S�U�J�m�F�E �X�P�S�M�E�X�J�E�F��

ListED
�����-�+

�4ignal �4�:stem �6nit
�5Y�1�& �/�.
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Tyco and TraceTek are trademarks of Tyco Thermal Controls LLC or its af�liates.

�.�0�%�#�6�4 �J�T �B �U�S�B�E�F�N�B�S�L �P�G �(�P�V�M�E�
 �*�O�D�� �0�Q�U�P�.�V�Y �J�T �B �U�S�B�E�F�N�B�S�L �P�G �0�Q�U�P�������� �.�F�U�B�T�Z�T �J�T �B �U�S�B�E�F�N�B�S�L �P�G �+�P�I�O�T�P�O 
Controls. Windows is a trademark of Microsoft Corporation.

Worldwide Headquarters
Tyco Thermal Controls
307 Constitution Drive
�.�F�O�M�P �1�B�S�L�
 �$�" ��������������������
�6�4�"
�5�F�M�� �	�������
 ����������������
�5�F�M�� �	�������
 ����������������
Fax	(800) 527-5703
�'�B�Y�� �	�������
 ����������������
info@tracetek.com
www.tracetek.com

Important: All information, including illustrations, is believed to be reliable. Users, however, should independently 
evaluate the suitability of each product for their particular application. Tyco Thermal Controls makes no warranties 
as to the accuracy or completeness of the information, and disclaims any liability regarding its use. Tyco Thermal 
Controls' only obligations are those in the Tyco Thermal Controls Standard Terms and Conditions of Sale for 
this product, and in no case will Tyco Thermal Controls or its distributors be liable for any incidental, indirect, or 
consequential damages arising from the sale, resale, use, or misuse of the product. Specifications are subject 
to change without notice. In addition, Tyco Thermal Controls reserves the right to make changes—without 
notification to Buyer—to processing or materials that do not affect compliance with any applicable specification. 


