


TT-FLASHER-BE

Ordering information Catalog Number P/N Description
TT-FLASHER-BE P000000837 Battery powered, �ashing light, leak detection 

indicator

Product Characteristics Enclosure rating NEMA-4X, IP66 anti-static materials
Weight (with rain hood and leader cable) 1.4 kg nominal
Light source 3 high intensity, high ef�ciency red LEDs
Battery information 2 �AA� Alkaline Long Life Duracell MN 1500
Projected battery life 2 years � nominal
Recommended battery replacement interval 1 year or whenever low battery signal is detected
Duration of leak detected signal Minimum 30 days at 20°C
Duration of low battery signal Minimum 30 days at 20°C
Rain/UV resistance Suitable for outdoor installations
Maximum ambient temperature 40°C
Minimum ambient temperature �20°C (operational with limited duration to �40°C)

Approvals & Certi�cations

Hazardous Area Installations The TT-FLASHER-BE is approved for use in hazardous areas. The module can monitor intrinsically 
safe TraceTek sensors located in hazardous locations, as shown below.
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Worldwide Headquarters
Tyco Thermal Controls
307 Constitution Drive
Menlo Park, CA 94025-1164
USA
Tel	 (800) 545-6258
Tel	 (650) 216-1526
Fax	 (800) 527-5703
Fax	 (650) 474-7215
info@tracetek.com
www.tracetek.com

Important: All information, including illustrations, is believed to be reliable. Users, however, should independently 
evaluate the suitability of each product for their particular application. Tyco Thermal Controls makes no 
warranties as to the accuracy or completeness of the information, and disclaims any liability regarding its use. 
Tyco Thermal Controls' only obligations are those in the Tyco Thermal Controls Standard Terms and Conditions 
of Sale for this product, and in no case will Tyco Thermal Controls or its distributors be liable for any incidental, 
indirect, or consequential damages arising from the sale, resale, use, or misuse of the product. Specifications are 
subject to change without notice. In addition, Tyco Thermal Controls reserves the right to make changes—without 
notification to Buyer—to processing or materials that do not affect compliance with any applicable specification. 

Tyco and TraceTek are trademarks of Tyco Thermal Controls LLC or its af�liates.

Hazardous Location

Sensing Cable

Ordinary area

Leader or 
Jumper cable

TT-FFS

Leader or 
Jumper cable

Intrinsically Safe Apparatus
Class I Div 1 Groups A, B, C & D
AEx ia IIC T4

Enclosure Type: 4X, IP66
Temp Code T4

Ex ia IIC T4

     II 1G
Ex ia IIC T4 Ga (-20°C ≤ Ta ≤ +40°C)

Baseefa09ATEX0150X
IECEx BAS 09.0064X

Entity parameters:
U° = 3.3V   I°=7.3mA   P°=6.02mW   C°=100µF   L°=200mH


