






TT-FLASHER-BE Installation/Operation Instructions
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Battery replacement
In order to comply with hazardous area approvals and procedures, battery �t��
replacement should be performed in a work shop or other nonhazardous 
location. 
In the work shop, position the TT-FLASHER-BE unit on its back.�t��
Loosen the four screws securing the lid.�t��
Gently separate the lid from the TT-FLASHER-BE body. Then slowly rotate �t��
the lid to place the red lens on the table surface next to the body.
Place the lens on a soft towel to avoid scratching the lens.�t��
Loosen the small screw on the battery cover, then remove the battery cover. �t��
See arrow in Figure 4.
Remove old batteries and replace with fresh Duracell MN1500 “AA” �t��
batteries.
Replace the battery cover and tighten the small cover screw.�t��
Reposition the lid on the body while verifying the internal wiring will not be �t��
pinched when the lid is secured.
Verify TEST button is facing down (see Figure 5).�t��
Tighten the four screws evenly to insure a tight gasket seal within the lid �t��
(see Figure 6).
If available, put black vinyl cap on the end of the TT-FLASHER-BE leader �t��
cable.
Store the TT-FLASHER-BE unit in safe location to await future use in facility.�t��

�M Dispose of the old batteries properly. Do not throw away the old 
batteries in a garbage receptacle; take them to your locally 
approved collection center for recycling. 

Bench top testing
Bench top testing of the TT-FLASHER-BE unit is convenient if you have the 
optional accessories: TT-MET-MC.  

To con�rm that the TEST button is working properly and the new batteries 
are installed properly, attach a TT-MET-MC cable end termination to the 
leader cable. When you press the TEST button, the TT-FLASHER-BE should 
�T�U�B�S�U �n�B�T�I�J�O�H �B�U �B �S�B�U�F �P�G �P�O�D�F �Q�F�S �T�F�D�P�O�E�� �*�G �U�I�F �5�5���'�-�"�4�)�&�3���#�& �V�O�J�U �J�T �O�P�U 
�n�B�T�I�J�O�H �X�J�U�I �U�I�F �O�F�X �C�B�U�U�F�S�J�F�T �J�O�T�U�B�M�M�F�E�
 �S�F�N�P�W�F �U�I�F �M�J�E �U�P �D�I�F�D�L �J�O�U�F�S�O�B�M 
wiring is not damaged and batteries are correctly installed.

If the unit still does not work properly, further troubleshooting is not 
recommended. Replace the TT-FLASHER-BE unit.

�$�P�O�T�V�M�U �5�B�C�M�F �� �G�P�S �B�O �F�Y�Q�M�B�O�B�U�J�P�O �P�G �X�I�B�U �F�B�D�I �n�B�T�I�J�O�H �D�P�O�E�J�U�J�P�O �N�F�B�O�T��

Cleaning the lens
The colored lens of the TT-FLASHER-BE is a potential electrostatic charging 
hazard — clean only with a damp cloth.

Maintenance and Troubleshooting
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Tyco and TraceTek are trademarks of Tyco Thermal Controls or its affiliates.

Important: All information, including illustrations, is believed to be reliable. Users, however, should independently evaluate 
the suitability of each product for their particular application. Tyco Thermal Controls makes no warranties as to the accuracy 
or completeness of the information, and disclaims any liability regarding its use. Tyco Thermal Controls' only obligations 
are those in the Tyco Thermal Controls Standard Terms and Conditions of Sale for this product, and in no case will Tyco 
Thermal Controls or its distributors be liable for any incidental, indirect, or consequential damages arising from the sale, 
resale, use, or misuse of the product. Specifications are subject to change without notice. In addition, Tyco Thermal 
Controls reserves the right to make changes—without notification to Buyer—to processing or materials that do not affect 
compliance with any applicable specification. 

Figure 5. Proper position of lid and wiring

Figure 4. Battery cover and screw

Figure 6.Tightening the screws


